2U AISERVER

The Chenbro 2U Al Server is a dual-socket, high-density rack server supporting 4™ and 5t"generation
Intel® Xeon® Scalable processors. This server can be configured for a range of needs in nearly any

industry, including machine learning, Al inference, cloud computing, high performance computing,
cloud storage, big data, virtualization, or office systems.

Excellent Performance and Versatile Expansion

Deploy dual 4 and 5t generation Intel® Xeon® Scalable processors with up to 60 cores in a
single CPU to ensure peak performance. Up to 32 DDRS5 slots are provided, with a frequency of
4800MHz, for a performance increase of 50%. Versatile expansion options include an OCP

network card and multiple PCle slots. The PCle slots support Gen 5.0 protocol, offering a 100%
increase in transmission rate.

Simple Operation with Intelligent Management

The 2U Al Server is designed for tool-less maintenance, ensuring maximum efficiency.
Out-of-band visual management provides accurate locations for physical equipment to remote

staff, further optimizing operational efficiency, while downtime is automatically recorded and
downloadable downtime logs are also available remotely.

Extremely Cool & Quiet

The 2U Al Server's structure provides a 15% increase of air intake with an 8% increase in heat
dissipation. Customized fans increase the air flow by 30% while power consumption is reduced
by 15% and noise is reduced by 10%.
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CHENBRO

2U Al SERVER

Specifications
CPU Type Intel® Xeon® Scalable (Gen 4/5)
CPU Count 2
Memory Type 32 DDR5 ECC slots .
(up to 16, Intel Optane 300 series)
Memory Capacity 32128GB modules
RAID Support 0,1,5,6,10, 50, 60
Drive Bays 12 bays, support for either 2.5" or 3.5"
Storage Type SATA/SAS
OoCP 10CP 3.0 slot w/ NC-SI
PCle Gen 5
PCle Expansion Slots 9 slots + 1 OCP
GPU Support 4 double-width, or 5 single-width
Networking L)I?:J: ierZZZngiﬂ;%t/fsf}%o/zoo GbE
Front: 2 USB 3.0 ports
ez UsBSomers
Optional: USB 2.0 port
PSUs 2 2700W CRPS units
Fans 6 hot-swappable N+2 (60*56mm) fans
Management Redfish / SNMP / IPMI 2.0
0S Options Windows Server / Redhat Er?t/SUSE/CentOS/
Ubuntu / VMWare EXSI / Kylin / Redflag
Carton Dimensions 39.4 x 23.62 x 10.23"
Temperature 5°C~45°C
Gross Weight (Ibs) 58.3
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